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	ADR-Auto V2.0 BS EN 3000/250kN Compression Machine
Code: 36-4170/01
Product Group: Dual Frame Compression Machines
• 3000/250 kN capacity
• Meets requirements of EN 12390-3, -4, -12504-1, 1354, 1521, 13161, 1338 772- 1, -6, 13286-41 196- 1 459-2. BS 3892-3, 187
• Concrete and cement specimens
• Tests 200, 150, 100, 70.7, 50 and 40 mm cubes and cylinders up to 320 x 160 mm diameter
• Calibration accuracy and repeatability conforms to BS EN ISO 7500-1; ASTM E4
• Supplied with Windows(R) download software as standard

Designed to provide comprehensive test facilities, this twin-frame compression machine is controlled by the automatic console. The 3000 kN capacity frame meets the requirements of EN Standards and accepts the range of on-board accessories.

As the second outlet control port is connected to the 250 kN load frame, attachment of a flexural frame is not possible. The 250 kN frame is supplied complete with compression jig, 40 mm, 50 mm/2.0 inch square platens and meets the requirements of EN 196-1. 

When selecting the frame to be used for testing the automatic changeover valve incorporated in the system delivers the hydraulic fluid to that frame.




	Standards

	EN 12350-6, EN 196-1




	Further Information

	**Not available for sale in the USA** 

220-240V 50Hz 1Ph.




	Specification

	Frame
	Frame 1
	Frame 2

	Standards
	EN 12390
	EN 196

	Frame Type
	Welded
	Welded

	Capacity
	3000 kN
	250 kN

	Max Vert. Clearance
	340 mm
	230 mm

	Max Hor. Clearance
	310 mm
	160 mm

	Platen Size
	
Lower 220 mm sq.
Upper 300 mm dia.

	150 mm dia.

	Max Ram Travel
	50 mm
	15 mm

	Samples
	 
	 

	Cube Sample Size
	Up to 200 mm
	-

	Cylinder Sample Size
	Up to 160 x 320 mm
	Up to 100 mm

	Blocks
	Via optional Platen Handling System
	n/a

	40 mm, 50 mm (2") Cubes
	n/a
	Yes

	40.1 x 40 x 160 mm (Compression)
	n/a
	Yes

	TFV & ACV
	Yes
	n/a

	Hydraulics
	 
	 

	Rapid Approach
	Yes
	Not Required

	Hydraulic Pump
	Variable Output
	Variable Output

	Data Comms
	 
	 

	Printer, PC Download, USB, RS232
	Yes
	Yes

	Screen
	 
	 

	145 mm (5.7") Touch Screen w/ Graphical Display
	Yes
	Yes

	Platens
	 
	 

	3rd Party Certified
	Yes
	Yes

	Misc
	 
	 

	Sample Alignment
	Location Fixtures
	Location Fixtures

	Pace Rate Indicator
	Yes
	Yes

	Load Time v Goodness of Test
	Yes
	Yes

	Analysis of Trend Data
	Yes
	Yes

	Memory of Test Results
	Yes
	Yes




	Spares/Consumables

	

	
	Pressure transducer, 0-700bar, 0.05 to 10v DC Output
Code: 6014A0062
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