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Digital Asphalt Thermometer

	
	Digital Asphalt Thermometer
Code: 47-0202
Attributes: Description = Digital Asphalt Thermometer, Temperature Range °C = -50 to 1,000 °C, Resolution °C = Switchable 0.1 or 1.0
Standards: BS 2000-49, EN 1426, EN 13179-2, ASTM D5, AASHTO T49, IP 49




	
	250 Asphalt Probe
Code: 47-0202/10
Attributes: Description = Asphalt Probe, Maximum Temperature, ºC = 250 °C, Probe length mm = 300, Tip Diameter (needle point) mm = 6
Standards: BS 2000-49, EN 1426, EN 13179-2, ASTM D5, AASHTO T49, IP 49




	
	535 Asphalt Probe
Code: 47-0202/11
Attributes: Description = Asphalt Probe, Maximum Temperature, ºC = 250 °C, Probe length mm = 500, Tip Diameter (needle point) mm = 6
Standards: BS 2000-49, EN 1426, EN 13179-2, ASTM D5, AASHTO T49, IP 49




	
	Surface Probe
Code: 47-0202/14
Attributes: Description = Surface Probe, Maximum Temperature, ºC = 500 °C, Probe length mm = 100, Tip Diameter (needle point) mm = 4
Standards: BS 2000-49, EN 1426, EN 13179-2, ASTM D5, AASHTO T49, IP 49
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