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Rapid Moisture Testers

	
	Speedy Moisture Tester D2 Large 0-20% Moisture Range. Supplied Less Calcium Carbide
Code: 23-7452
Attributes: Model/type = D2 Large, Moisture range % = 0 to 20, Gauge divisions % = 0.2, Sample weight g = 20, Dimensions w x d x h, ” = 518x382x212 mm, Description = Speedy Moisture Tester
Standards: BS 812, ASTM D4944, AASHTO T217




	
	Speedy Calibration Unit Self Contained Unit.
Code: 23-7600
Attributes: Description = Speedy Calibration Unit, Weight, lbs = 13
Standards: ASTM D4944, AASHTO T217




	
	Reagent for Speedy Moisture Testers. Pack of 12 Cans 500 G Each. (Calcium Carbide)
Code: 23-7702
Attributes: Description = Calcium carbide powder - 12 x 500 g, Stock Solution = Calcium Carbide
Standards: ASTM D4944, AASHTO T217




	
	Portable Electronic Balance
Code: 23-7452/12
Attributes: Scale = 0-200 g, Description = Portable Electronic Balance
Standards: ASTM D4944, AASHTO T217




	www.ele.com
	
	+44 (0)1525 249 200
	
	+1 (800) 323 1242
	Page  of 


section_image1.jpg




section_image2.jpg




section_image3.png




header1_image1.png




header1_image2.png
EILE

International





footer1_image1.png




footer1_image2.png




