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Sand Replacement

	
	100mm Sand Pouring Cylinder.
Code: 29-4000
Attributes: Description = Sand Pouring Cylinder, Diameter, mm = 100 mm, Weight, kg = 3
Standards: BS 1377, BS 1924




	
	150mm Sand Pouring Cylinder.
Code: 29-4100
Attributes: Description = Sand Pouring Cylinder, Diameter, mm = 150 mm, Weight, kg = 7.5
Standards: BS 1377, BS 1924




	
	200mm Sand Pouring Cylinder.
Code: 29-4200
Attributes: Description = Sand Pouring Cylinder, Diameter, mm = 200 mm, Weight, kg = 16
Standards: BS 1377, BS 1924




	
	Metal Tray 300mm Sq. X 40mm Deep with A 100mm Dia Hole.
Code: 29-4040
Attributes: Description = Metal Tray, Diameter, mm = 100 mm, Internal diameter mm = 100
Standards: BS 1377, BS 1924




	
	Metal Tray 300mm Sq X 40mm Deep with A 150mm Dia Hole.
Code: 29-4140
Attributes: Description = Metal Tray, Diameter, mm = 150 mm, Internal diameter mm = 150
Standards: BS 1377, BS 1924




	
	Metal Tray 500mm Sq X 50mm Deep with A 200mm Dia Hole.
Code: 29-4240
Attributes: Description = Metal Tray, Diameter, mm = 200 mm, Internal diameter mm = 200
Standards: BS 1377, BS 1924




	
	100mm Calibrating Container 100mm Id X 150mm Deep with 200mm Dia Rim.
Code: 29-4020
Attributes: Description = Calibrating Container, Diameter, mm = 100 mm, Internal diameter mm = 100
Standards: BS 1377, BS 1924




	
	150mm Calibrating Container 150mm Id X Deep with 250mm Dia Rim.
Code: 29-4120
Attributes: Description = Calibrating Container, Diameter, mm = 150 mm, Internal diameter mm = 150
Standards: BS 1377, BS 1924




	
	200mm Calibrating Container 200mm Id X 250mm Deep with A 350mm Dia Rim.
Code: 29-4220
Attributes: Description = Calibrating Container, Diameter, mm = 200 mm, Internal diameter mm = 200
Standards: BS 1377, BS 1924
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