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Automatic Soil Compactor

	
	Automatic Soil Compactor ASTM 110-120 vAC
Code: 24-9095/02
Attributes: Description = Automatic Soil Compactor, ASTM/AASHTO Standard = Yes, Voltage Supply = 110 - 120 V 60 Hz, Hammer Weight, lbs = 5.5/10
Standards: ASTM D558, ASTM D559, ASTM D560, ASTM D698, ASTM D1557, AASHTO T99, AASHTO T134, AASHTO T135, AASHTO T136, AASHTO T180




	
	Automatic Soils Compactor ASTM 220-240V 50Hz 1Ph.
Code: 24-9095/01
Attributes: Description = Automatic Soil Compactor, ASTM/AASHTO Standard = Yes, Voltage Supply = 220-240 V 50 Hz, Hammer Weight, lbs = 5.5/10
Standards: ASTM D558, ASTM D559, ASTM D560, ASTM D698, ASTM D1557, AASHTO T99, AASHTO T134, AASHTO T135, AASHTO T136, AASHTO T180




	
	Calibration Kit
Code: 24-9095/12
Attributes: Dimensions w x d x h, ” = 55x55x6 mm, Description = Calibration Kit
Standards: ASTM D558, ASTM D559, ASTM D560, ASTM D698, ASTM D1557, AASHTO T99, AASHTO T134, AASHTO T135, AASHTO T136, AASHTO T180




	
	Lead Cylinders
Code: 24-9095/13
Attributes: Weight, lbs = 2.108, Description = Lead Cylinders
Standards: 




	
	Standard Compaction Mould
Code: 24-9097
Attributes: Mould Dimensions, i.d x h, ” = 4 x 4.584, Description = Standard Compaction Mould
Standards: ASTM D558, ASTM D559, ASTM D560, ASTM D698, ASTM D1557, AASHTO T99, AASHTO T134, AASHTO T135, AASHTO T136, AASHTO T180




	
	Modified Compaction Mould
Code: 24-9098
Attributes: Dimensions, diameter x length, ” = 6x4.584, Description = Modified Compaction Mould
Standards: ASTM D698, ASTM D1557, AASHTO T99, AASHTO T180
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