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Humidity Cabinet BS EN

	
	Humidity Cabinet BS EN 150 Litre Capacity 50Hz
Code: SP39-1400/01
Attributes: Description = Humidity Cabinet, Capacity, litres = 150, Voltage Supply = 220 - 240 V AC 50 Hz 1ph, Power Supply = 220-240 V AC 50 Hz 1ph
Standards: 




	
	Humidity Cabinet BS EN 150 Litre Capacity 60Hz
Code: SP39-1400/06
Attributes: Description = Humidity Cabinet, Capacity, litres = 150, Voltage Supply = 220 - 240 V AC 60 Hz 1ph, Capacity, g = 150 l, Power Supply = 220-240 V AC 60 Hz 1ph
Standards: 




	
	Humidity Cabinet to En196 320 Litre Capacity
Code: 39-1300/01
Attributes: Description = Humidity Cabinet, Capacity, litres = 320, Voltage Supply = 220 - 240 V AC, 50 Hz, 1 ph, Power Supply = 220-240 V AC, 50 Hz, 1 ph
Standards: EN 196-1, EN 459-2, BS 3892-1




	
	Humidity Cabinet to En196 320 Litre Capacity
Code: 39-1300/06
Attributes: Description = Humidity Cabinet, Capacity, litres = 320, Voltage Supply = 220 - 240 V AC, 60 Hz, 1 ph, Power Supply = 220-240 V AC, 60 Hz, 1 ph
Standards: 




	
	Replacement Circular Charts
Code: 39-1300/10
Attributes: Description = Circular Charts
Standards: EN 196-1, EN 459-2, BS 3892-1
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