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Wet Washing Sieves

	
	Wet Washing Sieve - 3” diam. x 3-1/2” h. x 3” depth to mesh (76 x 89 x 76 mm).
Code: 79-7010
Attributes: Frame = Brass, Description = Wet Washing Sieve - 3” diam. x 3-1/2” h. x 3” depth to mesh (76 x 89 x 76 mm).
Standards: ASTM E11




	
	Wet Washing Sieve - 8” diam. x 4-1/2” h. x 4” depth to mesh (203 x 114 x 102 mm).
Code: 79-7015
Attributes: Frame = Brass, Description = Wet Washing Sieve - 8” diam. x 4-1/2” h. x 4” depth to mesh (203 x 114 x 102 mm).
Standards: ASTM E11




	
	Wet Washing Sieve - 8” diam. x 4-1/2” h. x 4” depth to mesh (203 x 114 x 102 mm). With No. 35 back-u
Code: 79-7020
Attributes: Frame = Brass, Description = Wet Washing Sieve - 8” diam. x 4-1/2” h. x 4” depth to mesh (203 x 114 x 102 mm). With No. 35 back-u
Standards: ASTM E11




	
	Wet Washing Sieve - 8” diam. x 8-1/2” h. x 8” depth to mesh (203 x 216 x 203 mm).
Code: 79-7025
Attributes: Frame = Brass, Description = Wet Washing Sieve - 8” diam. x 8-1/2” h. x 8” depth to mesh (203 x 216 x 203 mm).
Standards: ASTM E11




	
	Wet Washing Sieve - 8” diam. x 8-1/2” h. x 8” depth to mesh (203 x 216 x 203 mm). With No. 35 back-u
Code: 79-7030
Attributes: Frame = Brass, Description = Wet Washing Sieve - 8” diam. x 8-1/2” h. x 8” depth to mesh (203 x 216 x 203 mm). With No. 35 back-u
Standards: ASTM E11
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