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Fixed Ring Consolidation

	
	2.416" Fixed Ring Consolidometer
Code: 25-0480
Attributes: Stress for 1 kg, lbf/ft²Stress for 1 kg, lbf/ft²Stress for 1 kg, lbf/ft²Stress for 1 kg, lbf/ft²Stre = 692, Description = 2.416″ Fixed Ring Consolidometer
Standards: ASTM D2435, ASTM D4546, AASHTO T216




	
	Consolidation Cell Complete 50mm Diameter Sample.
Code: 25-0455
Attributes: Description = Consolidation cell 50 mm, Sample diameter = 50 mm, Stress for 1 kg, kPa = 50
Standards: 




	
	Consolidation Cell Complete 75mm Diameter Sample
Code: 25-0503
Attributes: Description = Consolidation cell 75 mm, Sample diameter = 75 mm, Stress for 1 kg, kPa = 20
Standards: BS 1377, EN 1997-2




	
	Consolidation Cell Complete 2.5 Inch Diameter Sample. Inc. Porous Discs and Cutting Ring.
Code: 25-0479
Attributes: Description = Consolidation cell 2.5", Sample diameter = 2.5", Stress for 1 kg, lbf/ft²Stress for 1 kg, lbf/ft²Stress for 1 kg, lbf/ft²Stress for 1 kg, lbf/ft²Stre = 645
Standards: ASTM D2435, ASTM D4546, AASHTO T216




	
	Calibration Disc 50mm Cell
Code: 25-0461
Attributes: Description = Calibration disc, Sample diameter = 50 mm, Weight, lbs = 0.642
Standards: 




	
	Calibration Disc 75mm Cell
Code: 25-0509
Attributes: Description = Calibration disc, Sample diameter = 75 mm, Weight, lbs = 4.44
Standards: BS 1377, EN 1997-2




	
	Calibration Disc 2.5 Inch Cell
Code: 25-0485
Attributes: Description = Calibration disc, Sample diameter = 2.5", Weight, lbs = 2.5
Standards: ASTM D2435, ASTM D4546, AASHTO T216




	
	50mm Dia Upper and Lower Porous Stones for Use on EL25-0455 Series Cell.
Code: 25-0455/13
Attributes: Description = Upper and lower porous stones, Sample diameter = 50 mm, Weight, lbs = 0.35
Standards: 




	
	75mm Dia Upper and Lower Porous Stones for Use on EL25-0503 Series Cell.
Code: 25-0503/13
Attributes: Description = Upper and lower porous stones, Sample diameter = 75 mm, Weight, lbs = 0.6
Standards: BS 1377, EN 1997-2




	
	Upper and Lower Porous Stones, 2.416"
Code: 25-0480/13
Attributes: Weight, lbs = 0.5, Description = Upper and Lower Porous Stones, 2.416″
Standards: ASTM D2435, ASTM D4546, AASHTO T216




	
	2.5 Inch Dia Upper and Lower Porous Stones for Use on EL25-0479 Series Cell.
Code: 25-0479/13
Attributes: Description = Upper and lower porous stones, Sample diameter = 2.5", Weight, lbs = 0.528
Standards: ASTM D2435, ASTM D4546, AASHTO T216




	
	Cutting Ring 75mm Cell.
Code: 25-0506
Attributes: Description = Cutting ring, Sample diameter = 75 mm, Weight, lbs = 0.22
Standards: BS 1377, EN 1997-2




	
	Cutting Ring 50mm Cell.
Code: 25-0458
Attributes: Description = Cutting ring, Sample diameter = 50 mm, Weight, lbs = 1.1
Standards: 




	
	Cutting Ring for 25-0479
Code: 25-0482
Attributes: Description = Cutting Ring, Sample diameter = 2.5", Weight, lbs = 0.186
Standards: ASTM D2435, ASTM D4546, AASHTO T216
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