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Glass Laboratory Thermometers

	
	Glass Laboratory Thermometer, -20° to 110°C x 1.0°; 12” (305 mm) l.
Code: 88-4480NT
Attributes: Accuracy, % = 1, Description = Glass Laboratory Thermometer, -20° to 110°C x 1.0°; 12” (305 mm) l.
Standards: 




	
	Glass Laboratory Thermometer, -20° to 150°C x 1.0°; 12” (305 mm) l.
Code: 88-4482NT
Attributes: Accuracy, % = 1, Description = Glass Laboratory Thermometer, -20° to 150°C x 1.0°; 12” (305 mm) l.
Standards: 




	
	Glass Laboratory Thermometer - -30° to 120°F x 1.0°; 12” (305 mm) l.
Code: 88-4490
Attributes: Accuracy, % = 1, Description = Glass Laboratory Thermometer - -30° to 120°F x 1.0°; 12” (305 mm) l.
Standards: 




	
	Glass Laboratory Thermometer - 0° to 300°F x 2.0°; 12” (305 mm) l.
Code: 88-4494
Attributes: Description = Glass Laboratory Thermometer - 0° to 300°F x 2.0°; 12” (305 mm) l.
Standards: 




	
	Glass Laboratory Thermometer - 20° to 500°F x 2.0°; 16” (406 mm) l.
Code: 88-4498
Attributes: Description = Glass Laboratory Thermometer - 20° to 500°F x 2.0°; 16” (406 mm) l.
Standards: 
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