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Moisture Content Tin and Sample Containers

	
	Moisture Content Tin
Code: 81-2979
Attributes: Description = Moisture Content Tin
Standards: 




	
	Sample Container - Tinned Steel 0.5 litres
Code: 81-3000
Attributes: Description = Sample Container - Tinned Steel, Capacity, litres = 0.5, Weight, kg = 0.1
Standards: 




	
	Sample Container - Tinned Steel 2.5 litres
Code: 81-3040
Attributes: Description = Sample Container - Tinned Steel, Capacity, litres = 2.5, Weight, kg = 0.2
Standards: 




	
	Sample Container - Tinned Steel 10 litres
Code: 81-3060
Attributes: Description = Sample Container - Tinned Steel, Capacity, litres = 10, Weight, kg = 0.6
Standards: 




	
	Sample Container - Plastic 1 litre
Code: 81-3500
Attributes: Description = Sample Container - Plastic, Capacity, litres = 1, Weight, kg = 0.1
Standards: 




	
	Sample Container - Plastic 10 litres
Code: 81-3540
Attributes: Description = Sample Container - Plastic, Capacity, litres = 10, Weight, kg = 0.6
Standards: 




	
	Transport/Storage Container
Code: 81-3545
Attributes: Description = Transport/Storage Container, Weight, kg = 1
Standards: 
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