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Mechanical Dial Indicators

	
	Mechanical Dial Indicator - 0.4" Range
Code: 88-4070
Attributes: Dial Indicator = 0.4" Range, Description = Mechanical Dial Indicator - 0.4″ Range
Standards: 




	
	Mechanical Dial Indicator - 10 mm Range
Code: 88-4080
Attributes: Dial Indicator = 10 mm Range, Description = Mechanical Dial Indicator - 10 mm Range
Standards: 




	
	Mechanical Dial Indicator - 1.0" Range Counter Clockwise Movement
Code: 88-4120
Attributes: Dial Indicator = 1" Range, Description = Mechanical Dial Indicator - 1.0″ Range Counter Clockwise Movement
Standards: 




	
	Mechanical Dial Indicator - 25 mm Range Counter Clockwise Movement
Code: 88-4130
Attributes: Dial Indicator = 25 mm Range, Description = Mechanical Dial Indicator - 25 mm Range Counter Clockwise Movement
Standards: 




	
	Mechanical Dial Indicator - 25 mm Range Clockwise Movement
Code: 88-4110
Attributes: Dial Indicator = 25 mm Range, Description = Mechanical Dial Indicator - 25 mm Range Clockwise Movement
Standards: 




	
	Mechanical Dial Indicator - 0.2" Range
Code: 88-4000
Attributes: Movement = Clock, Description = Mechanical Dial Indicator - 0.2″ Range
Standards: 




	
	Mechanical Dial Indicator - 0.2" Range with brake
Code: 88-4020
Attributes: Movement = Clock, Description = Mechanical Dial Indicator - 0.2″ Range with brake
Standards: 




	
	Mechanical Dial Indicator - 0.3" Range
Code: 88-4040
Attributes: Movement = Clock, Description = Mechanical Dial Indicator - 0.3″ Range
Standards: 




	
	Dial Indicator - 1.0" Range
Code: 88-4100
Attributes: Description = Mechanical Dial Indicator - 1.0" Range, Dial Indicator = 1.0" Range
Standards: 




	
	Mechanical Dial Indicator - 2.0" Range
Code: 88-4160
Attributes: Movement = Clock, Description = Mechanical Dial Indicator - 2.0″ Range
Standards: 




	
	Mechanical Dial Indicator - 5 mm Range
Code: 88-4010
Attributes: Dial Face, mm = 57, Description = Mechanical Dial Indicator - 5 mm Range
Standards: 




	
	Mechanical Dial Indicator - 8 mm Range
Code: 88-4060
Attributes: Dial Face, mm = 57, Description = Mechanical Dial Indicator - 8 mm Range
Standards: 




	
	1/4" Extension Point
Code: 88-4150
Attributes: Description = 1/4″ Extension Point
Standards: 




	
	1/2" Extension Point
Code: 88-4152
Attributes: Description = 1/2″ Extension Point
Standards: 




	
	1" Extension Point
Code: 88-4154
Attributes: Description = 1″ Extension Point
Standards: 




	
	3" Extension Point
Code: 88-4156
Attributes: Description = 3″ Extension Point
Standards: 
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