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1 Safety 

This equipment has been tested and is safe to use providing that the proper safety 
precautions are observed: 

Do not use this equipment in any manner other than as specified in this user 
manual; misuse may result in serious injury to personnel.  
Do not attempt to operate the equipment with covers removed. 
Only connect to the correct electrical supply. Equipment voltage setting is stated 
on the label on the appliance. 
Refer to Installation section before installing machine. 
Do not operate the unit with wet hands. 

Please read this entire manual before unpacking, setting up or operating this 
equipment. Pay particular attention to all DANGER and CAUTION statements. Failure 
to do so could result in serious injury to the operator, or other personnel, or damage to 
the equipment. 

1.1 Key to hazard warning statements 

DANGER :  
Indicates a potentially or imminently hazardous situation which, if not avoided, could 
result in death or serious injury. 

CAUTION : 
Indicates a potentially hazardous situation that may result in minor or moderate injury. 

Important Note : Information that requires special emphasis. 

Note :    Information that supplements points in the main text. 

2 Introduction 

2.1 The 4 litre melting pot is used to keep paraffin wax or capping compound in a molten 
state. 

2.2 The melting pot is equipped with an integral temperature control device to maintain a 
constant temperature within the pot. 

2.3 To minimise heat loss the melting pot is supplied with a lid, which also provides 
additional safety during use. 

2.4 For a full understanding of the use of molten wax or capping compound it is 
recommended that  the required standards are consulted. 

3 Specification 

   Supply voltage    230 VAC, 50/60 Hz   
   Power consumption    1000W     
   Fuse      2 x 5 Amp    
   Maximum capacity    4 litre     
   Temperature range (ambient)  50 - 350°C  ______  
   Weight      7 kg     
   Protection rating    IP 43     
   Maximum ambient relative humidity  80% at 31°C  ______ 
   Certification     CE     
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4 Installation 

4.1 When unpacking make sure the melting pot is not damaged and that all parts are 
present. 

4.2 It is recommended that the melting pot is located on a stable bench top with a suitable 
13 amp electricity power supply nearby. 

4.3 It is recommended that the bowl is cleaned prior to use. 

5 Electrical Power Supply 

 Electrical Safety 

Danger : Before removing any covers or performing maintenance repair and service, 
isolate from the electrical supply by removing the mains plug from the supply. Where 
mains supply is required during these activities, only competent persons should 
perform the work. 

 Danger : Installation and servicing must be carried out by a qualified person. 

 Danger : A good low impedance Protective Earth Ground connection is required for 
this product. 

 Danger : Check that the power supply is compatible with the requirements stated on 
the voltage label on the unit and connect in accordance with IEE regulations or to local 
requirements. 

 Power Cable is coded as follows :- 

 Brown wire  L Live or Power 

 Blue wire  N Neutral 

 Green/Yellow wire E Earth or Ground 

6 Operation 

Caution : Always use suitable protective garments and gloves to protect the operator 
from burns and scalds during use of this product. 

6.1 Never switch on the melting pot without it being filled with wax or capping compound 
first. 

6.2 Initially set the temperature control knob on the unit to a number which is relevant to 
the required melting point of the material used in degrees C. It is important when using 
the melting pot for the first time to physically monitor the temperature with a suitable 
thermometer to make sure the maximum temperature for the material is not exceeded. 
Once the correct temperature is stable the number on the dial can be recorded and 
used in future operations of the melting pot. 

6.3 When ready, switch on the melting pot using the mains switch which will illuminate. The 
heater status light will also illuminate and will extinguish when the melting pot reaches 
the required set temperature. 

6.4 As the level of material reduces during usage, top up as necessary. 

6.5 CAUTION : Always replace the lid when not using the material. 

6.6 CAUTION : Make sure that the material does not get too hot and start to smoke. 

6.7 To stop the process switch off the mains switch on the unit. 

6.8 CAUTION : Always isolate unit from mains electricity supply when not in use. 
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7 Maintenance 

 Danger : Isolate the pot from the mains power supply before attempting any cleaning 
or maintenance processes. 

Caution : Make sure the temperature has dropped to a safe level prior to any 
maintenance. 

It is recommended that after repeated usage the inside of the pot is cleaned, and the 
material renewed. 

Caution : Do not use the melting pot if physical damage has occurred to any part of 
the outer case. If any damage occurs, contact ELE service department. 

8 Trouble Shooting 

8.1 If the mains switch does not illuminate when the unit is switched on, check the 
electrical power supply and plug for errors. Also check all fuses are the correct capacity 
and are not blown. 

8.2 If the switch light comes on but the heater status light does not illuminate and the pot 
does not heat up, the element could be damaged or the controller is not functioning 
correctly. Contact the ELE service department for assistance. 

9 Spares 

Please contact ELE service department for any spares requirements. 
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