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1. Safety 

1.1 This equipment is suitable for working ONLY with non-inflammable and 
non-explosive materials. The use of the equipment with inflammable or 
explosive materials will create fire or explosions. ELE International 
assumes no liability for any damage to property or personnel caused by 
the non-compliance of these instructions. 

1.2 Read the following instructions carefully as they provide useful safety 
information regarding installation, use and maintenance to help avoid mishaps 
and possible accidents. 

1.3 Remove the packing and make sure that the appliance is intact, with special 
attention to the supply cable. 

1.4 If in doubt, do not use the appliance and seek assistance from ELE. 

1.5 Before connecting the appliance make sure that the mains voltage 
corresponds to the data specified on the label. The appliance can be 
damaged if the voltage is not correct. 

1.6 If the plug does not suit the socket, it should be replaced with another suitable 
plug by qualified personnel only, who should also ensure that the cable is 
suitable for local power ratings. 

1.7 Do not use the appliance if the cable or plug show any signs of damage. 

1.8 Do not use the appliance after failure. In this case, switch the appliance off 
and refer to ELE’s service department for repair and spare parts. Failure to 
follow these instructions may impair the safety of your appliance and 
invalidate the warranty. 

1.9 This appliance should only be used for it’s intended purpose. Any other use is 
improper and dangerous. ELE International cannot be held responsible for any 
damage arising from improper use.  

1.10 To protect against electric shock, do not immerse cord, plug, or any parts of 
the appliance into water or other fluids. 

1.11 Do not use the appliance near explosives, highly flammable materials, gases 
or flames. 

 1.12 Do not touch the appliance with wet hands. 

1.13 Never use any accessories other than those provided. The use of accessory 
attachments not recommended by ELE may cause hazard or injury. 

1.14 Do not let the cord hang over the edge of the work surface or touch hot 
surfaces. 

1.15 Unplug the appliance when not in use, before putting on or taking off parts, 
and before cleaning. Allow to cool before cleaning. 

2. Power Supply 

Electrical safety 

Warning:  Before removing any covers or performing maintenance repair and 
service, isolate from electrical supply by removing mains plug.  Where mains supply 
is required during these activities, only competent persons should perform the work. 
Check that the power supply is compatible with the requirements stated on the label 
and connect in accordance with IEE regulations or to local requirements. 
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The power cable is coded as follows: - 
Brown wire L Live or Power 
Blue wire N Neutral 
Green/Yellow wire E Earth or Ground 
Note:  exercise extreme caution when using the machine with wet hands.  Dry hands 
before operating machine. 

Portable Appliance Tests (PAT) 
All ELE designed products are tested for electrical safety prior to sale. 
An electrical safety test label is fitted, (usually adjacent to the mains input socket). 
Should no label be found, please contact ELE Service Department quoting the serial 
number of the equipment. 

Organisations have an obligation to ensure equipment is maintained and is safe for 
use.  Regular PAT testing is one means of ensuring equipment continues to be 
electrically safe. 

Important: do not connect PAT leads to sensitive components such as PCBs, 
control switches and the like. 

DO NOT FLASH TEST ELECTRONIC EQUIPMENT. 

If in doubt as to the most suitable connection point (which will usually be an 
earth stud or an external earth connection) contact ELE Service Department for 
assistance. 

3. Instructions for Use 

 3.1 It is recommended the user follow relevant Standards for all test procedures. 

3.2 Carefully weigh the asphalt mix (2-3 kg maximum) and place it into the basket. 

3.3 Pour 600-700 ml of trichlorethylene into the glass container. 

3.4 Place the basket support ring on the edge of the glass container and introduce 
the basket. 

3.5 Replace the cooling cover and connect two rubber tubes (inlet/outlet) to allow 
circulation of cold water. 

3.6  Place the glass container on the heating plate and heat the trichloroethylene 
to boiling point. Adjust heating in order to maintain boiling of the 
trichloroethylene so it evaporates and condenses on the cooling cover from 
where it drops into the baskets. 

3.7 The asphalt material dissolves and disintegrates : the bitumen, with the 
trichloroethylene and part of the filler, passes through the basket mesh into 
the boiling trichloroethylene. When the drops appear light in colour, the 
extraction operation is complete. 

4. Cleaning and Maintenance 

Always disconnect the electric cable from the mains before cleaning. Enamelled and 
painted surfaces can be cleaned with a week cleaning solution and damp cloth. The 
hot plate should be cleaned occasionally with wire wool and protected from corrosion. 
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