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1 Introduction 

The Speedy Calibration Kit is used to verify the accuracy and to leak test the ELE 
range of Speedy Moisture Meters. The equipment can be used in the field as well as 
in the laboratory. 

Care should be taken during transportation and when using the calibration items as 
they are made up of delicate components. 

2 List of Equipment 

1 no hand pump with pressure release valve 
1 no traceable calibrated digital gauge 
1 no special Speedy cap assembly with air hose 
1 no spare seal set 
1 no carrying case 

3 Installation and Use 

3.1 Using the correct size spanner, tighten the digital test gauge onto the top of the hand 
pump assembly, making sure it is secure with the plastic seal in it’s correct location 
(do not over-tighten). 

3.2 Switch on the digital readout unit by pressing the Power/On button and, with pipe 
attached to the cap and open to the atmosphere, then using the procedure on page 5 
of the digital readout instructions, press (tare) button to zero the digital gauge reading. 

3.3 Remove the original cap from the Speedy moisture unit to be tested and replace it 
with the special cap supplied in the kit. Make sure the cap seal is not damaged and 
that the cap is tight with no air leaks. 

3.4 Make sure the pressure release device on the hand pump is fully closed. 

3.5 Ensure the unit has no air leaks by pumping up the unit to the maximum 1.518 Bar to 
see if the reading drops at all. The pressure reading may fall a little due to expansion of 
the pipe etc. If so, add a small amount of air and again take the reading to maximum. 
Once stable the digital reading should not drop. 

3.6 To verify the readings of the Speedy moisture meter, use the hand pump to increase 
the air pressure to the following levels and compare the readings shown on the 
Speedy moisture meter gauge. 

Digital gauge 
reading:  
psi / Bar 

Speedy gauge 
reading: 

0-10%mc range 

Speedy gauge 
reading: 

0-20%mc range 

Speedy gauge 
reading: 

0-50%mc range 

22.0     /    1.518 10 20 50 

16.5     /    1.138 7.5 15 37.5 

11.0    /     0.758 5 10 25 

  5.5    /     0.379 2.5 5 12.5 

 
3.7 If the readings are within limits of 0.3%mc (1.5 divisions on a 0-20% range Speedy 

gauge), use the pressure release valve to lower the pressure and remove the special 
cap. The unit is now ready for use. 

3.8 If the Speedy moisture gauge is not working correctly, contact your supplier or the 
ELE Service Department. 
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